TOP 5 FRAGEN / QUESTIONS REPAIR INSTRUCTION

DEUTSCH:

Die Sicke ist etwas grosser als der Lautsprecherkorb kann ich diesen
zuschneiden?

Wenn die Sicken bis zu 3mm von den Orginalsicken abweichen, stellt das keine
Probleme fiir die Reparatur dar. Der Orginalklang wird dadurch nicht
beeintrachtigt! (Toleranz: +/- 3mm)

Was ist zentrieren! Wie kann ich bei der reparatur meiner Lautsprecher
zentrieren?

Kleben sie erst die Sicke auf die Membran, bevor sie diese auf dem Korb zentrieren
und anbringen! Achten sie beim anbringen des Korbes unbedingt darauf, das der
Magnet genug platz zum Schwingen hat! Damit es Keine Kratzgerausche gibt!

Ich habe meine Lautsprecher repariert, aber ich hore ein Kratzgerausch.
Siehe oben ,was ist zentrieren”

Ich habe Sicken geliefert bekommen, anscheinend passen diese aber
nicht!

Wenn sie Sicken Bestellt haben die nicht auf ihre Lautsprecher passen und sie die
richtige groBe Bestellen wollen Schicken sie uns eine E-Mail an
service@lautsprecher-technik.com

Haben sie ein Lautsprecherrepartur-service?
Jahaben wir. Schicken sie uns eine E-Mail an service@lautsprecher-technik.com

ENGLISH:

The new surround is slightly larger than the speaker basket, can | cut the edges
of it?

You can cut the edges of the surround with a scissors and overlap the foam to make it
smaller as needed to fit speaker basket.

Repair kit don't fit the my speaker! How do I return the kit so | can get the right
ones?
Please contact with us service@lautsprecher-technik.com

Do I need shims?
Shims are not needed to properly replace speaker foam surround using our special adhesive
and repair technique. Hand centering is easy and just as accurate. See repair- video.

Can | use surround adhesive for dust cap?

Surround adhesive supplied with your kit is specially formulated for speaker repair. It will
attach foam or rubber surround, dust caps to all types of cones including Poly, Paper, Kewlar
and aluminum.set time to dry is 30 min.

Do you have a speaker repair service?
Yes, we have. Learn more about repair service here.
service@lautsprecher-technik.com

1: If there is a gasket on top of the old foam, Carefully remove it with the utility knife and set it
aside to reuse later. Carefully insert a sharp utility knife between the gasket and the old sur-
round. Slowly work your way around the gasket. Prying it off until the original glue seam is
broken. Scrape away any remaining foam from back of gasket.

2: Remove any and all foam residue from the speaker frame an cone. You don’t necessarily ha-
ve to remove all of the glue residue, but you must remove all of the foam residue.

3: Apply Foam Remover to foam and glue residue around edge of frame and cone. Warning!
Do not apply foam remover to the cone. it will hurt the some cone. Allow to soak for 3-4 min.

4: Scrape all remaining foam or glue from frame with edge of utility knife or wood chisel, ma-
king sure not to damage the cone. Use your fingers to rub off the remaining foam particles
from the cone's edge. Remove as much foam as you can, but leaving a thin layer is acceptable.

5: Before gluing, check for proper cone and frame fit. If you are precise, draw a line before
gluing.

6: Small variances of less than 1/8” are OK. If the new edge fits cone, but the outer lip is too
large for the frame, trim the outer diameter of the foam edge as needed.

7: Apply 1/8" bead of adhesive to flat lip on cone edge or to underside lip of foam if cone is an-
gle attach style. Smooth adhesive uniformly and immediately apply to cone. Some wrinkling
of the new foam is normal and will subside as the adhesive cures.

8: Use your finger tip to smooth the adhesive uniformly and then install the foam to the cone
while the adhesive is still wet and tacky. Install the new foam edge onto the cone. You can mo-
ve the foam and make adjustments as needed at this time. Be sure to center the foam on the
cone. In most cases it is easier to install the new foam to the TOP of the cone even if the origi-
nal foam was installed behind the cone. Allow to dry for 20 min.

9: Insert the tip of your glue tube under the outer lip of the foam edge to apply a bead of adhe-
sive around the frame. Press lightly on top of the foam to distribute the adhesive.

10: Use your finger tip to smooth the adhesive uniformly and then install the foam to the fra-
me while the adhesive is still wet and tacky. Install the new foam edge onto the frame. You
can move the foam and make adjustments as needed at this time.

11: While the adhesive is still wet, exercise the cone by pressing down evenly around the dust
cap to center the cone and voice coil. Notice how the cone can easily be moved in one direc-
tion or the other to easily find the "sweet spot" where there is no scraping or friction of the
voice coil. Be sure to center the foam on the cone and frame.

12: Apply adhesive to the top of the foam and install the gasket removed earlier (if applicable).
Place the speaker gasket side down and allow to dry for 20 min.




[

1: Wenn an lhren Lautsprechern ein Ring (gasket) vorhanden ist, 2: Entfernen Sie die alten Sickenreste. Mit einem spitzen gegenstand 3: Ein "Loser" ist zum entfernen der Sicke-reste empfehlenswert. Den  4: Verwenden sie den Loser bei Papiermembran sehr vorsichtig,

entfernen Sie diese mit einem Scharfen Messer, vorsichtig damit sie  zwischen die Sicken fahren und diese anheben um sie zu entfernen. Loser auf die Sicken-reste auftragen 15 min. einwirken lassen. von Feuer - ansonsten kann der Lser die Papiermembran angreifen! Wichtig: Umso
diese wieder verwenden kdnnen. fernhalten,  Bitte mit Handschuhen auftragen, Bei frischer luft besser die Sicken-Reste entfernt werden. umso besser wird lhr Ergebniss.
auftragen! (wenn mdglich draussen). Mit einem spitzen gegenstand zwischen die Sicken fahren und diese

anheben um sie zu entfernen.

5: Bevor Sie die Sicke auflegen, markieren Sie zuerst die Stelle mit einem  6: Wenn die Sicke groBer ausfallt als der Lautsprecherkorb, (bzw. etwas 7: Wenn die Sicke von oben geklebt wird, den Kleber bitte auf die 8:Kleber sollte nicht dicker als 3 mm sein! Den Kleber vorsichtig iiber den
Bleistift, legen Sie dann die Sicke auf. zu groB ist) Konnen sie diese mit einer Schere auf die passende groBe Membran auftragen. Wenn die Sicke aber von unten geklebt wird, den ganzen Rand verteilen. Kleben sie erst die Sicke auf die Membran, bevor
nachschneiden! Der Originalklang wird dadurch nicht beeintrdchtigt! Kleber zwischen Sicke und Membran auftragen. Am besten verteilen sie ~ sie diese auf dem Lautsprecherkorb zentrieren und anbringen. Kleber
(Toleranz: bis 3mm) den Kleber mit einer Biirste. Verwenden sie den Sickenkleber sehr spar- hértet nicht sofort aus, also mit ruhe Arbeiten. Driicken Sie nun die Sicke
sam sie konnen immernoch bei bedarf nachschmieren. Beim Kleben der ~ mit lhren Fingern Vorsichtig fest.
Sicke, unbedingt darauf achten, das nicht zuviel Kleber verwendet wird.

9: Kleben sie jetzt die Sicke auf die Lautsprecherkorb. Beim Kleben der 10: Tipps, Sie Kénnen sehr leicht Testen ob die Sicke richtig angebracht 11: Testen Sie dabei wieder ob die Sicke nicht verrutscht ist. In dem Sie  12: Nachdem der Kleber getrocknet ist, Konnen die Lautsprecher in
Sicke achten sie darauf, das sie die Sicke auf den Lautsprecherkorh leicht wurde, in dem sie die Membran mit Ihrer Finger driicken und Locker die Membran mit den Fingern Driicken - Locker lassen! Wichtig es darf  gebrauch genommen werden! Seit 7 jahren haben wir Kunden die sehr
festdriicken. Kleber hadrtet nicht sofort aus, also mit ruhe Arbeiten. lassen. Wenn die Schwingspule das Magnet nicht beriihrt, haben sie Kein Kratzgerdusch zu horen sein. Achten sie beim anbringen des einfach und erfolgreich ihre Lautsprecher repariert haben! Es kommen
Driicken Sie nun die Sicke mit Ihren Fingern Vorsichtig fest. Achten Sie  Kein Kratz-gerdusch und richtig gearbeitet! Lautsprecherkorbes unbedingt darauf, das der Magnet genug platz zum  téglich neue hinzu!

darauf das die Sicke nicht verrutscht, damit sie spdter keinen Schwingen hat! Damit es keine Kratzgerdusche gibt! Da sie sonst keinen

Klangverlust erleiden. guten Klang erhalten!



